
1 . 5  h p ,  2  &  2 . 2  h p  ( 1 . 1 2 ,  1 . 4 9  &  1 . 6 4  k W )  P u m p  M o d e l s

DSFD-B60

Model 4B-37
approx. weight 10 lbs (4.5 kg)

Model 4B-100 & 4B-150
approx. weight 11 lbs (5 kg)

. 7 5  h p  ( . 5 6  k W )  P u m p  M o d e l s  ( c o n t . )
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1 . 5  h p ,  2  &  2 . 2  h p  ( 1 . 1 2 ,  1 . 4 9  &  1 . 6 4  k W )  P u m p  M o d e l s  ( c o n t . )

1.5 and 2 hp low ratio pumps; 
-B10 and -B15 ratios

Net weight 10 kg
Boxed weight 11 kg
Box size 37 x 37 x 38 cm

1.5 and 2 hp medium ratio pumps; 
-52, -72, -122, -202 and -302 ratios

Net weight 14 kg
Boxed weight 15 kg
Box size 52 x 40 x 40 cm

1⁄2” NPT (-52, -72, 122)
Liquid Outlet
1⁄4 HP port (-202, -302)

1.5 and 2 hp high ratio pumps; 
-683 and -903 ratios

Net weight 18 kg
Boxed weight 20 kg
Box size 68 x 42 x 50 cm

25.4 mm = 1 inch

2 & 2.2 hp (1.49 & 1.64 kW) pump models

Breathers

522 mm
(21 3/4”)

245 mm
(9 5/8”)

241 mm
(9 1/2”)

394 mm
(15 1/2”)

Air Drive Inlet
1/2” NPT

Air Exhaust
1/2” NPT

Liquid Inlet
1/2” NPT

Liquid Outlet
3/4” HP Port

Net weight 18 kg
Boxed weight 19 kg
Box size 45 x 37 x 44 cm

DSTV-1.5 pump; single 
acting, high output

ATV-4 pumps; double acting, high output
Note: For model DTV-4, add distance piece dimension from page 11. 
Interconnecting inlet and outlet port tubing shown.

Net weight 10 kg
Boxed weight 11 kg
Box size 45 x 37 x 44 cm
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ASFD-15 ASFD-25 
ASFD-35, 
ASFD-60
ASFD-100
ASFD-150

3⁄8" med. 
pressure}

AFD or ASFD, -B60, -B100 pumps; 
double acting, high output

3  h p  ( 2 . 2 4  k W )  P u m p  M o d e l s

ASFD-202

Outlet Port
1/4: High Pressure
(9/16”-18 thread)

Inlet Port
1/2” NPT

76 mm
(3”)

107 mm
(4 1/5”)

200 mm
(7 9/10”)

Ø11 mm
(2/5”)

287 mm
(11 3/10”)

94 mm
(3 7/10”)

473 mm
(18 3/5”)
387 mm
(15 1/4”)

Mounting 
Bracket 
(2 places)

Handle

Air Drive 
Exhaust Port
1/2” NPT

Air Drive Inlet Port
1/2” NPT

Hydraulic Outlet Port
1/2” NPT
(2 places, this side)

Hydraulic Inlet Port
1/2” NPT
(2 places, this side)

11 mm
(7/16”) (TYP)

76 mm
(3”)

279 mm
(11”)

413 mm
(15 1/4”)

154 mm
(6 1/16”)17 mm

(11/16”)

144 mm
(5 11/16”)

209 mm
(8 1/4”)

102 mm
(4”)

105 mm
(4 5/32”) (TYP)

64 mm
(2 1/2”)

251 mm
(9 7/8”)

119 mm
(4 11/16”)

ATV-8 pumps

1.5 and 2 hp medium and high ratios; -25 
through -150, -151*, -225*, -300* and -450* ratios
*1⁄4” Super Pressure Outlet Port

1⁄2” NPT 
Liquid 
Outlet*

Net weight 9.5 kg
Boxed weight 10 kg
Box size 25 x 26 x 22 cm

1 . 5  h p ,  2  &  2 . 2  h p  ( 1 . 1 2 ,  1 . 4 9  &  1 . 6 4  k W )  P u m p  M o d e l s  ( c o n t . )
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Net weight 31 lbs (14 kg)
Boxed weight 35 lbs (16 kg)
Box size 52 x 39 x 39 cm

All models have 2 off 11⁄4” 
NPT air exhaust ports 
and 1 off 3⁄4” NPT air drive 
inlet ports.

Models GW, GSF nominal ratio 35, 60 100:1

Net weight 41 lbs (18.5 kg)
Boxed weight 48 (22 kg)
Box size 66 x 41 x 49 cm

Models DGF, DGSF, DGSTV nominal ratio 35, 60 100:1

23www.haskel.com

6  h p  ( 4 . 4 7  k W )  P u m p  M o d e l s

Net weight 57 lbs (26 kg)
Boxed weight 61 (27 kg)
Box size 66 x 41 x 49 cm

If interconnecting piping for the two 
inlets and two outlets is required, specify 
modifi cation 29077 with your order.

Models GWD, GSFD nominal ratio 12:1

If interconnecting piping for the two inlets and two outlets 
is required, specify modifi cation 29078 with your order.

Net weight 66 lbs (30 kg)
Boxed weight 75 lbs (34 kg)
Box size 91 x 51 x 39 cm

Models DGFD, DGSFD, DGSTVD nominal ratio 12:1
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8  h p  ( 5 . 9 7  k W )  P u m p  M o d e l s

Model Length Width Height Weight Air Drive Liquid Inlet Liquid Outlet

8FD-25 
8SFD-25 25 3⁄8” (644.5 mm) 9 1⁄2” (241 mm) 11” (279 mm) 80 lbs (36 kg) 3⁄4” 1 1⁄4” NPT(2) 3⁄4” NPT(2)

8DSFD-25
8DSTVD-25 34 3⁄4” (883 mm) 9 1⁄2” (241 mm) 11” (279 mm) 94 lbs (43 kg) 3⁄4” 1 1⁄4” NPT(2) 3⁄4” NPT(2)

8SFD-40 26 7⁄8” (683 mm) 9 1⁄2” (241 mm) 11” (279 mm) 64 lbs (29 kg) 3⁄4” 1” NPT 3⁄8” NPT

8SFD-65 26 7⁄8” (683 mm) 9 1⁄2” (241 mm) 11” (279 mm) 63 lbs (28.5 kg) 3⁄4” 1” NPT 1⁄2” NPT

8HSFD-225 28 3⁄8” (721) 9 1⁄2” (241 mm) 11” (279 mm) 71 lbs (32 kg) 3⁄4”
3⁄8” M/P (20K coned 
and threaded 
connection)

3⁄8”HP (25K coned 
& threaded 
connection

8DSFD-25
8DSTVD-25 34 3⁄4” (883 mm) 9 1⁄2” (241 mm) 11” (279 mm) 94 lbs (43 kg) 3⁄4” 1 1⁄4” NPT(2) 3⁄4” NPT(2)

8SFD2-55
8SFD2-88 37.32” (1060 mm) 9.76” (241 mm) 11.1” (279 mm) 3⁄4” 1 1⁄4” NPT(2) 1” NPT(2)

8SFD2-224 37.78” (683 mm) 9.76” (241 mm) 10.2” (279 mm) 3⁄4” 9⁄16” mp 9⁄16” mp

2x Hydraulic Outlet
3/8” Medium Pressure Tubing
20,000 psi max

8x 9/16”
Mounting Holes

2x Exhaust Port
1 1/14” NPT, 60 psi max

Drive Air Inlet Port
3/4” NPT, 130 psi max

Air Drive/Seal Section
Vent Port, 1/4” NPT

Cycling Spool Access

OutOut

Out

Out

In
In

Out

In

2x Hydraulic Inlet
3/8” Medium Pressure Tubing
20,000 psi max

10 7/8”
10”

8 5/8”

4 3/4”

8 1/4”

4 1/4”
1 5/16” 1 9/16”

1 19/64”
9 1/2”

5 3/16”
2 15/64”

28 3/8” Max
22 7/8” ±1/4”

11 3/8”5 3/4”

2 3/8”

7”Models 8HSFD-225, 8FD-25, 8SFD-25

Models 8DSFD-25 & 8DSTVD-25

79 mm
(3 1/10”)

Air 
In

587 mm
(23 1/10”)

ø 13 mm
(1/2”)

178 mm
(7”)

224 mm
(8 4/5”)

259 mm
(10 1/5”)

279 mm
(11”)

290 mm
(11 2/5”)

2 mm
(3/50”)

124 mm
(4 9/10”)

108 mm
(4 1/4”)

Outlet Port
3/8” NPT

InletPort
1” NPT

241 mm
(9 1/2”)

150 mm
(5 9/10”)

Air Inlet
3/4” NPT

Exhaust Port
1 1/4” NPT (2 PL)

Model 8SFD-40
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8  h p  ( 5 . 9 7  k W )  P u m p  M o d e l s  ( c o n t . )

Model 8SFD-65

25www.haskel.com

Hyd Outlet
3/4” NPT 
(2 PL)

Hyd Inlet
1 1/4” NPT 
(2 PL)

14” 11 3/8”

39 1/4”
17342 Name Plate

Hole for 1/2” Dia.
MT’G Bolts
(8 PL) 7”

4 1/4”

11”

9 3/4”

Air Inlet
3/4” NPT

Exhaust Ports
1 1/4” NPT (2 PL)

34 3/4” 

Model 8DSFD-100

Model 8SFD-55 & 8SFD-88
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approx. net weight 320 lbs (145 kg)

Note: See 29079 interconnecting tubing optional page 15. (29079 shown) 
Single Inlet port – 3⁄4 JIC male fl are connection, single outlet port 3⁄8 HP ports (BuTech).  
Individual Pump ports – Liquid inlets 2 ea. 1⁄2 NPT ports, 2 ea. 3⁄8 HP ports (BuTech)

1 0  h p  ( 7 . 4 6  k W )  P u m p  M o d e l s

Model  8SFD-224

8  h p  ( 5 . 9 7  k W )  P u m p  M o d e l s  ( c o n t . )
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G E N E R A T I N G  E Q U I P M E N T 

A N D  C O N T R O L S

F o r  f u r t h e r  i n f o r m a t i o n  o n  H a s k e l 
p r o d u c t s ,  p l e a s e  v i s i t  u s  o n l i n e  a t
w w w . h a s k e l . c o m

H a s k e l  I n t e r n a t i o n a l ,  I n c .
100 East Graham Place
Burbank, California 91502 USA
Tel: 818-843-4000 / Fax: 818-556-2549 or 818-841-4291
www.haskel.com

H a s k e l  E u r o p e  L t d .
North Hylton Road
Sunderland SR5 3JD, England, UK
Tel: 44-191-549-1212 / Fax: 44-191-549-0911
www.haskel-europe.com

H a s k e l  M i d d l e  E a s t
Hamilton Sundstrand Industrial ME FZE
P.O. Box 262384 Jebel Ali, Dubai, United Arab Emirates
Tel: +971 4886 2686 / Fax: +971 4886 2687
Email: sales@haskel.ae

H a s k e l  A s i a
Hamilton Sundstrand Singapore Industrial Pte. Ltd.
23 Tagore Lane #03-06
Tagore 23 Warehouse Complex, Singapore 787601
Tel: 65-6455-7559 / Fax: 65-6455-2841
www.haskel.com.sg
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